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CODE: S41292x
Item: Unimax aluminum PG connector – TIN-COATED

PRODUCT TECHNICAL SPECIFICATION

Opis: Unimax aluminum PG connector – TIN-COATED is designed for connection of non-insulated
aluminum or copper conductors. 
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1 16-50 S41-29-21 Al 16-50/1 31 26 IZO-14 47,80 100 300 14,83

2 16-50 S41-29-28 Al 16-50/2 31 40 IZO-15 94,50 50 150 14,67

3 6-95 S41-29-24 Al 6-95/1 41 26 IZO-15 66,30 50 200 13,75

4 6-95 S41-29-29 Al 6-95/2 41 40 IZO-15 99,40 50 150 15,40

5 16-120 S41-29-22 Al 16-120/2 42,9 42 IZO-15 117,70 50 150 18,15

6 16-120 S41-29-25 Al 16-120/3 42,9 62,5 IZO-16 181,70 - 50 9,58

7 50-240 S41-29-23 Al 50-240/2 60 43 IZO-16 246,20 10 50 12,80

8 50-240 S41-29-27 Al 50-240/2 60 72 - 317,70 - 50 16,38

Other characteristics

Body material: Aluminum alloy-TIN-COATED
Bolt / Washer: Galvanized steel (other per client request)
Required tools: Wrench of appropriate size
Marking: Manufacturer, cable cross-section, screw tightening torque

PLAMEN reserves the right to correct data as per requirements of technical development without previous notification.
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