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CODE: D4027xx
Item: Aluminum compressive connectors - D

PRODUCT TECHNICAL SPECIFICATION

Description: Aluminum  compressive  connectors  -  D are  designed  to  continue  aluminum  conductors.
Connectors are used for voltages up to 1kV.
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packing

(pcs)

Box
BRUTO
weight

(kg)

1 16 D40-27-01 Al 16 5.8 12 50 3-3 / - 11.70 100 500 6.34

2 25 D40-27-02 Al 25 6.8 12 70 4-4 / 2-2 14.50 50 500 7.74

3 35 D40-27-03 Al 35 8 14 85 5-5 / 3-3 23.78 50 500 12.38

4 50 D40-27-04 Al 50 10 16 85 5-5 / 3-3 28.10 50 500 14.54

5 70 D40-27-05 Al 70 11.2 18.5 105 6-6 / 3-3 48.25 50 250 12.53

6 95 D40-27-06 Al 95 13 21 105 6-6 / 3-3 60.53 25 250 15.63

7 120 D40-27-07 Al 120 15 23 105 6-6 / 3-3 67.65 25 250 17.41  

8 150 D40-27-08 Al 150 16.3 25 125 7-7 / 3-3 95.19 25 150 14.77

9 185 D40-27-09 Al 185 18.3 28.5 125 7-7 / 3-3 126.47 10 100 13.14

10 240 D40-27-10 Al 240 21 32 145 7-7 / 3-3 179.17 10 100 18.41

11 300 D40-27-11 Al 300 23.3 34 145 7-7 / 3-3 188.43 10 50 9.92

12 400 D40-27-12 Al 400 28 42 210 - / 5-5 436.19 10 50 22.30

13 500 D40-27-13 Al 500 31 46 210 - / 5-5 514.08 10 50 26.20

Ostale karakteristike

Body material: Aluminum alloy / Polyamide / Conductive grease

Required tools: Hydraulic or pneumatic press with appropriate inserts

Marking: Manufacturer, pressing, cross section

Standard: DIN 46267/2

PLAMEN reserves the right to correct data as per requirements of technical development without previous notification.
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