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CODE: P21-48-1X
Item: Medium voltage surge arrester

PRODUCT TECHNICAL SPECIFICATION
Description: Zinc-oxide  medium voltage  surge  arresters  in  silicone  case  are  modern  products  for  overvoltage

protection of medium voltage equipment for the nominal discharge current of 10 kA, rated short-circuit
current 20 kA and continuos operating voltage voltages 4 - 44 kV. All parts are covered two-component
silicone polymer.

Code: P21-48-13               Code: P21-48-16

Other characteristics
Material:                 Silicone

                 Contact screw:                  M12x20 / A2-70
Operating temperature:     -60°C do +85°C
Standard:                          IEC 60099-4
Clasa:                               DH

Code: P21-48-19

Code P21-48-13 P21-48-16 P21-48-19

Type SAM DH 10-12-490 SAM DH 10-24-769 SAM DH 10-36-1048

Continuous operating voltage (kV) 12 24 36

Rated voltage (kV) 15 30 45

Maximum residual voltage for 1 kA (30/60 μs) (kV) 32 54 91

Maximum residual voltage for 10 kA, (8/20 μs) (kV) 39,4 65 110,78

Nominal discharge current (kА) 10 10 10

Rated short-circuit (kA) 20 20 20

Continuous current (A) 500 500 500

Tolerable discharge current (4/10 μs) (kA) 100 100 100

Creepage distance length (mm) 490 769 1048

Energy capability (two pulses) 4,6 KJ/kV Ur, (1,1 C) 4,6 KJ/kV Ur, (1,1 C) 4,6 KJ/kV Ur, (1,1 C)

Height of internal partial discharges (pC) 6,4 6,4 6,4

Upeak 1,2/50μs/ Urms 50 Hz 1 min (kV)/(kV) 105/40 140/65 170/85

Specified long-term load (SLL): 1163 N 742 N 544 N

Specified short-term load (SSL): 1454 N 929 N 680 N

Dimensions (mm)
a 135 135 135

H 190 279 367

Weight (g) 1335 1571 1810

Barcode
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